Subject: Re: A crash in reco
Posted by Yutie Liang on Wed, 28 Apr 2010 08:27:57 GMT

View Forum Message <> Reply to Message

Hi,

fTpcMode: 2 fTpcinput->GetEntriesFast(): 456

Total number of hits for tracking: 547
Total number of tracks in TPC: 11

Good tracks in TPC: 10

Working with 547 hits

found 10 tracks
finder :Real Time = 0.02 seconds Cpu Time = 0.02 seconds
===== PndLheTrackFitter =====

Number of tracks for fitting 10
0-12.044 0.3243 3.818 0.5207 0.08796 1.001
99 -1 38.21 15.25 78.62 0.4312 0.3048 1.001
0-1-2.173-0.2928 -2.416 0.3777 0.03825 0.4113
84 -1 -40.40 7.976 -45.49 0.3282 -0.1909 0.4113
011.805-1.170-3.569 0.4999 -0.3447 1.048
87129.21-29.33-71.78 0.3310 -0.5090 1.048
01-1.8061.376-3.739-0.5719 0.4413 1.208
951 -28.48 29.98 -69.43 -0.4004 0.6012 1.208
0-115.42 4,959 53.65 0.2641 0.1197 1.218
74 -139.1028.17 195.8 0.1250 0.2616 1.218
0-18.203-25.1587.150.1244 -0.2236 0.9518
40 -1 34.24 -45.56 213.5 0.2468 -0.06747 0.9518
0119.23-43.06 161.1 -0.1886 0.1631 0.7016
41 31.21-50.30 200.7 -0.2321 0.09128 0.7016
017.694-29.94 120.9 -0.1262 0.1438 0.6066
11151.5216.08 -178.8 0.1498 -0.1190 0.6066
01-49.33-17.66 188.4 -1.491e+04 -5335. -1.463e-09

*** Break *** floating point exception

There was a crash (kSigFloatingException).
This is the entire stack trace of all threads:

Page 1 of 1 ---- Generated from GSI Forum


https://forum.gsi.de/index.php?t=usrinfo&id=1512
https://forum.gsi.de/index.php?t=rview&th=2811&goto=10598#msg_10598
https://forum.gsi.de/index.php?t=post&reply_to=10598
https://forum.gsi.de/index.php

