
Subject: crash in reco macro
Posted by Albrecht Gillitzer on Wed, 25 Apr 2012 05:55:38 GMT
View Forum Message <> Reply to Message

Hi,

This time I got a crash at the beginning of the reco macro (start random seed = 26), otherwise
all conditions as for the recent crashes.
The digi macro has finished normally and has correct size (18.5 MB):
Macro finished succesfully.
Output file is evt_digi_stt.root
Parameter file is evt_params_stt.root
Real time 1849.92 s, CPU time 1847.09 s

The reco log file is attached. What does it mean:
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!
locf_() Warning: changing base from 7f2c00000000 to 7f2d00000000!!!
This may result in program crash or incorrect results
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!

I have never had this before.

Best regards,
Albrecht

File Attachments
1) reco_26.txt, downloaded 347 times

Page 1 of 1 ---- Generated from GSI Forum

https://forum.gsi.de/index.php?t=usrinfo&id=55
https://forum.gsi.de/index.php?t=rview&th=3546&goto=13404#msg_13404
https://forum.gsi.de/index.php?t=post&reply_to=13404
https://forum.gsi.de/index.php?t=getfile&id=6951
https://forum.gsi.de/index.php

